
Kozmic Motorsports 
8967 Gilder Rd., Ste. A 

Houston, TX 77064-1286 

281-890-4772  

Sales@KozmicMotorsports.com 
Rev1 7/19/2025 

Kozmic Haltech ECU Mounting Bracket Assembly Guide – Revision 2 Systems 
*Complete kit product pictures on last page* 

 

 

Elite 1500 Engine Bay Assembly - OLD GUIDE TO REFERENCE HERE:  

Step 1: Unbox the Mounting Kit 

Step 2: Place Elite ECU on FLAT side of coated bracket.  

Step 3: Lift ECU and insert the provided spacers between the ECU and 
mounting plate. Secure ECU to bracket through the spacers with supplied 
16mm M5 bolts. A small drop of blue Loctite is recommended. 

Step 4: Loosely install support bracket on the main bracket with the supplied shorter M5 bolt and 
flat washer – No not tighten yet.  

Step 5: Install ECU into chassis on the frame rail, install support bracket to threaded hole on core 
support. Remove the M5 short bolt and place small drop of Loctite before final installation.  

Torque Specs - M8 Fasteners: 10 ft-lbs  M5 Fasteners: 22 in-lbs 

 



 

 

Elite 1500 Fender Mount Assembly - OLD GUIDE TO REFERENCE HERE:  

Step 1: Unbox the Mounting Kit 

Step 2: Install provided foam strip on inside short edge of ECU splash guard as 
shown (this may already be done on your kit). Insert ECU into splash guard as 
shown, being careful to let the foam compress and help hold the ECU in place. 
Place Elite ECU on coated bracket as shown.  

Step 3: Lift ECU and insert the provided spacers between the ECU/Guard and mounting plate. 
Before installing additional hardware, insert the M8 LOW PROFILE Allen bolt into the hole as 
shown below (we will come back to this bolt later). Secure ECU to bracket through the spacers 
with supplied counter sunk M5 bolts from the back side of the bracket, using the lock nuts and 
washers on the ECU as shown.  

Step 4: Install ECU into chassis in the same place as the main install guide for the ECU kit shows. 
The ECU will be mounted 90 degrees from how it was shown on the old guide. Using the M8 bolt 



install support arm of the plate to threaded hole on core support just above the OEM Intercooler 
bracket bolt. Thread the low profile M8 into the fender brace. Using the supplied dampening pad 
with the M5 hardware, install this through the fender plate as the old guide shows to support the 
ECU mount. A small drop of Loctite on all plate hardware before final installation is 
recommended. Tighten all hardware to spec.  

Torque Specs - M8 Fasteners: 10 ft-lbs  M5 Fasteners: 22 in-lbs 

Step 5: ONCE TUNING IS COMPLETED install the supplied USB CAP and DTM plug in the front of 
the ECU with the Haltech front cover. These must ALL be installed or the ECU may become water 
damaged over time.  

 

 



 

 



 

 



 

 

S2/S3 & R3 Fender Mount Assembly - OLD GUIDE TO REFERENCE HERE:  

Step 1: Unbox the Mounting Kit, lay out hardware.  

Step 2: Install the 1 Medium and 1 Long length counter sunk M5 bolt through the 
main plate, securing on the other side with M5 lock washers and nuts as shown 
(this may already be done on your kit).  

Step 3: Install ECU bracket into chassis in the same place as the main install guide for the ECU kit 
shows. Using the M8 flanged hex bolt, install the support arm of the plate to the core support just 
above the OEM Intercooler bracket bolt. Thread the other M8 into the fender brace at the top of the 
plate. Using the supplied dampening pad with the M5 hardware, install this through the fender 
plate as the old guide shows to support the ECU mount. A small drop of Loctite on all plate 
hardware before final installation is recommended. Tighten all plate mounting hardware to spec.  

Torque Specs - M8 Fasteners: 10 ft-lbs  M5 Fasteners: 22 in-lbs 

Step 4: Install the 2 black spacers with larger recess openings on one side down OVER the M5 
bolts sticking out, they should sit flush on the base plate.  Insert ECU over these 2 studs we have 
created, careful not to let it slide off and fall. Loosely install the flat washer and M5 lock nut on the 
top LEFT bolt to keep the ecu on the car. The ECU will be mounted 90 degrees from how it was 
shown on the old guide. 



Step 5: Install the lower 2 counter sunk bolts in the bottom of the ECU bracket, holding the 
remaining spacers behind the ecu during installation. Install the washer and lock nut on the RIGHT 
stud loosely.  

Step 6: Install the 2 short, small spacers over the exposed studs. Now install the splash guard as 
shown, secure with the fender washers and lock nuts. You can now torque all ECU nuts to spec.  

Torque Specs - M5 Fasteners: 22 in-lbs 

Step 7: ONCE INSTALLATION IS COMPLETED, Power up the ECU and configure the WIFI network 
for communications. When configuration is complete or tuning is complete install the supplied 
USB CAP into the port on the ECU. ALL Plugs must be capped or have a connector kit installed in 
them, or the ECU may become water damaged over time.  

 

 



    

 

 



      

       



 

 

Questions? Contact us via email for technical assistance.  

Sales@KozmicMotorsports.com  

Need a base map? Ready to get tuned? Let us know! 

 

Elite ECU Mounting Kit - Engine Bay Mounted  
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Elite ECU Mounting Kit - Fender Mounted 

 

 

Nexus ECU Mounting Kit - Fender Mounted 

 


