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) Customer Guide: Reading Your ECU ROM

This guide will walk you through the process of connecting your laptop to your Mitsubishi
Evolution and reading the ROM image from your ECU using ECUFlash software and a Tactrix

OpenPort cable.

Follow each step carefully to ensure a successful ROM reading process. This ROM file will be

needed for your custom tune.

4 Required Items

¢ Laptop/Computer - Windows 7 or newer recommended

¢ Tactrix OpenPort 2.0 Cable - With USB connection

e ECUFlash Software - Downloaded and installed

e Vehicle OBD2 Port Access - Engine off, key in accessory position

e Stable 12V Power - Engine off but battery connected

Download and Install ECUFlash

Download the latest version of ECUFlash from the official Tactrix website:

https://www.tactrix.com/index.php?Itemid=58

Install the software following the standard installation process. The Tactrix OpenPort drivers

will be automatically installed during the ECUFlash installation.



@ tacturix :

Home Tactrix Store FAQ + KB Forums Downloads Support

“% » Home ,, Downloads|Get Software »» EcuFlash Downloads

‘ Attention! ’

We typically ship most Monday through Thursdays. You will receive an automated email with tracking information the evening your order ships. We thank you

for your patience!

Tactrix Store Download EcuFlash 1.44

DT If you experience any issues in downloading the files on this page,

ECU Tools (1) please use a browser other than Internet Explorer.
Tuning Tools and Parts (1)

EcuFlash is a general-purpose ECU reflashing and editing tool that
supports an ever-growing list of vehicles. EcuFlash uses the OpenPort
vehicle interface to reflash vehicles via the OBDII port. EcuFlash also
allows you to edit ECU data (known as ‘'maps’ or 'tables’) in a human-
readable format using a XML-based definition system fo translate the data.
Password With properly sefup definitions, the ROM from any vehicle can be edited
Future plans for EcuFlash include logging support / overlay, and live tuning

List All Products

Usemname

Remember me

Download EcuFlash 1.44.4870 for Windows XP/Vista/7/8/10
ogin

Forgot your password? % EULA

Forgot your username?

Mo account yei? Register % Uninstall Info

EcuFlash version 1.38 for Mac O pvided for legacy OpenPort 1.3
ofEcuFlash support for the

OpenPort 2.0 pending necessary OSX driver development. Alternately, EcuFlash 1 44 will work by running parallels on OSX.

cable support only. There is curre}

Download EcuFlash 1.38 for OSX 10.4+

. Tip: ECUFlash installation includes the Tactrix drivers automatically - no separate

driver installation needed!

2 Prepare Your Vehicle

Park your vehicle in a safe location and prepare for the ROM reading process:

e Turn engine OFF
e Turn ignition to ON/ACC position (do not start engine)
[

Locate your OBD2 diagnostic port (usually under dashboard, driver's side)

e Ensure no other devices are connected to the OBD2 port



Connect Tactrix Cable

Connect your Tactrix OpenPort cable:

1. Connect the USB end to your laptop
2. Connect the OBD2 end to your vehicle's diagnostic port

3. Verify the cable LED indicators show proper connection

. Tip: The Tactrix cable should show a solid power LED when properly connected.

Launch ECUFlash and Select Vehicle

Open ECUFlash software and configure your vehicle:

1. Launch ECUFlash from your desktop or start menu
2.Go to ECU - Select Vehicle



3. Select your specific vehicle from the list

4. Click "OK" to confirm selection

@ (no document) - EcuFlash
File View ECU Help

PE&PPG

[15:13:33.2711 Logging vo file C:/Users/eric/AppData/Roaning/OpenECU/EcuFlash/logs/ecuilash log 20250927
[15:13:33.2711 2 old log files deleved

[15:13:33.271] EcuFlash Versiom 1.44.4870

[15:13:33.271] 08 Version Tindows 10

@ EcuFlash i X
make “ market model year flash method(s) memory model size

Mitsubishi ALL 2nd Gen/EVO5-6 MH7202F  1996-2001 mitsukernel H8535F 128k
2nd Gen/EV06.5 MHT203FA

Mitsubishi ALL 'ACD rmodule MUT203e8.  1999-2001 mitsukemel HB539FA 128k
Mitsubishi ALL 3rd Gen/EVOT-8 MHE206F  2001-2005 mitsukernel SHT052 256k
EVO9 MHE306F 2006
Mitsubishi ALL Eclipse AT MH2306F 2004-2007 mitsukemelocp  SHT035 512k
Lancer AT MHB306F 2003
B 46 Eclipse MT MHB8302F mitsucan
iitzuleny A1L Lancer Raliart MHa302r 20472003 icupootioder  M32176F4 A2k enBCU/BeuFlash/romnetadata
A 46 Eclipse AT MH2304F mitsucan
Mitsubishi ALL i W06 oader  M3217T6FG 768k
T Lancer MHET15F mitsucan
L L Outlander MH8115F 2013 itsubootioader  ST7223! LS .
Subaru  ALL DEW STi/FXT/LGT/Baja 2004 stio4 SHT033 512k 8
DBW WRX/STi 2005-2007
Subaru  ALL DBW FXT/OBXT/LGT/Bgja  2005-2006 “H0 SH7058 1024k
Subaru  ALL hitachi 2013+ subaruhitachi SH7059 1536k
Subaru  ALL hitachi 2013+ subaruhitachi SHT2543R 2048k
Subaru  ALL CAN Vehicles 2007+ subarucan SH7058 1024k
Subaru  ALL CAN Diesel Vehicles EURO4  subarucand SH7058 1024k
Subaru  ALL CAN Diesel Vehicles EUROS  subarucand SHT039 1536k
Subaru  ALL BRZ 2013+ subarubrz SH72531 1280k
USDM  Impreza WRX 2002-2003
Subary o USDM Impreza WRX/STI 2001-2005 W02 iR ek
Subaru  USDM  Impreza WRX 2004-2005 w4 63HC16YS 160k
Sclect ] | Cancel

sgraw Files {x86)/0penECU/EcuFla:
[15:40:09.274] using metadata XML ID read mit=uw32186£6 frow file C:/Prograw Files (x86)/OpenECU/EcuFla:
[15:44:30.233] opening row file C:/Users/eric/Dewnloads/rllllead image restored.bin

[15:44:30.244] 59580004 (214 tablas) inheriting evolObase (326 tablas)

[15:44:30.251] 1048576 byte image read.

5  Access ROM Reading Function

Navigate to the ROM reading feature in ECUFlash:

1. Look for "ROM™" or "ECU" menu in the top menu bar
2. Select "Read ROM" or similar option
3. Choose your specific ECU type if prompted (Evo 8, 9, X, etc.)



[M1

File ECU  Optians  Help

o b

Open ROH Dooumernts:

100:02:04. 500] Versiom 1.30.10%5

100:02: 04.E151 £ memory models read.

(O0:02: 08 921] 145 ROM mecadats models resd.
jO0:02:08. 521] chechksun module *subsrudbu® londed.
(00:02:08.921) flashing ool "wrx02" loaded.

100:02: 08,9211 flashing tool "wrx04” loaded.

100:02: 05, 921] flashing socl *stidd® loaded.

100:02: 05, 9211 flashing socl “sei05" loaded.
109:02: 05, 921] flashing secl "sitsfukeinel” loaded,
190:02: 05, 921] flashing Tecl “mitsukernelocp” leaded,
199:02:05,321] flashing coecl “micsubectloader® leaded.

Cierent ROM Matadata

6  Start ROM Reading Process

Begin reading your ECU's ROM:

1. Click "Start Read” or "Read ROM" button
2. Wait for the reading process to begin - this may take 30-60 seconds to start
3. Monitor the progress bar - full ROM read typically takes 3-5 minutes

4. Do not disturb the connection during this process

A, Critical: Do not turn off ignition, disconnect cables, or close software during ROM

reading!

7 Handle Unknown ROM Warning (If Applicable)



If ECUFlash displays an "Unknown ROM image" warning during the reading process:

1. Read the warning message carefully
2. Select "Continue using this ROM image with no definition”

3. Click "OK" or "Continue" to proceed

+# Setup ROM

Unknown ROM Image

EcuFlash could not recognize this ROM image using any of the current definitions. You can
choose ane of the following options:

{1 Abort using this ROM image {with no chance of savin@

I-! Continue using this ROM image with no definition {no editing or viewing, but saveable) I

"1 Use wizard to create a new definition (NOT RECOMMENDED!! - FOR DEVELOPERS ONLY)

Cancel < Back Finish

. Note: This warning is normal for some ROM variants. Continuing will still allow a
complete ROM read.

Save Your ROM File

Once reading is complete, save your ROM file:

1. ECUFlash will prompt you to save the ROM file
2. Choose a memorable location (Desktop or Documents folder)
3. Use a descriptive filename: "YourName_EvoX_Stock_ ROM_MMDDYY.bin"

4. Click “Save" to complete the process



- r1111ead_image_rastored.bin - EcuFlash

& Open ROM... Ctrl+0O
& Save ROM Ctrl+5
I 33.271] Logging to file C:/Usersferic/applatas/Ro
cl ROM
e 33.271] 2 old log files deleted
B Save Models 32.271] EcuFlash Wersion 1.44.4870
33.271] 08 Version Windows 10
Save Log As.. 323.271] Kernel Type winnt
Log

33.271] Eernel Wersion 10.0.Z&100
33.271) CPU =z86_c4
32.271] Product Name Windows 10

1r1111ead_image_restored.bin 23.271] Product Type windows

2 Gabriel Renca Dyno Basemap WG 0.4.bin 33.271] Product Version 10
33.271] 0t Version 5.6.0
3 93o0ct 27psi KNDI FIC1100 DPEE 56890010_2011_USDM_SMT.hex 33.271] Qut Version 6.1.2

32.271] QutPlotiD Wersion O.Z.6

4 56890010_2011_USDM_SMT.hex :
33.271] Boost Version l.&0

] 5 56890007 2011 Evo X stock map.hex 33.271]1 FILI Library Wersion 3.02.11
) 33.271] Openport JEZ534 Library Version 1.0Z_4870
| Gread_image.srf 33.274] 67 memory models read.
7 09_EvoX_Unrecongnized (002).bin 32.274] scanming for metadata models in C:/Progr
36.815] 746 ROM metadata models scanned.
.iﬁ Options 36.81E5] checksum module "subarudbw" loaded.
36.815] checksum module "subarudiesel" loaded.

Exit Ctrl+Q  |26.815] checksum module "subaruhitachi" loaded.

. Tip: Include your name, car model, and date in the filename for easy identification.

Verify and Submit ROM File

Complete the process and send your ROM for tuning:

1. Verify the ROM file was saved successfully (check file size - should be 512KB or 1MB)
2. Create a backup copy of your ROM file in a safe location
3. Email the ROM file to your tuner along with your tune request form

4. Safely disconnect the Tactrix cable and turn off ignition

i Dowmloads X 1
5 4 s C [J > Downloads >
@ New ~ TL Sort ~ = View ~
£ Home MName Date modified Type Size
Test ROM Read.bin 9 )25 3:46 PM BIN File 1,024 KB
Ayt 0 ==

M) 51_#24239 20250927 070904

3:44 PM MoTeC Log File Extension Data 1KB

Pnalrie

. Success! Your stock ROM has been successfully read and saved. Keep this file safe

as a backup!



A, Important Notes:

e Always read your stock ROM before any modifications
e Keep multiple backup copies of your original ROM file
e Never attempt to read ROM with engine running

o If reading fails, ensure stable 12V power and try again

e Contact your tuner if you experience repeated connection issues

Need Help? Contact Kozmic Motorsports for technical support with your ROM reading process.
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